
ROOF MOUNTED
GPS ANTENNA

3/4" CONDUIT WITH
2 CONDUCTOR
16 AWG CABLE

SAMPLING
SMA-2000

MASTER CLOCK

REFER TO DATA RACK
CIRCUITING ON SHEET E-400 PS2420

POWER SUPPLY

SAMPLING
25" CLOCK

SAMPLING
25" CLOCK

DISPATCH
LL800

3/4" CONDUIT WITH
2 CONDUCTOR
16 AWG CABLE

3/4" CONDUIT WITH
2 CONDUCTOR
16 AWG CABLE

ROOF IT EQUIP
LL830

LOCATED IN EXISTING
DATA RACK

WALL MOUNT
POWER SUPPLY

REFER TO CIRCUITING
ON SHEET E-400

FUTURE

WIRELESS DIGITAL CLOCK RISER

NURSE CALL ANNUNCIATOR (INDICATOR)
PANEL WITH WZ BACKBOX SUPPLIED BY
VENDOR, INSTALLED UNDER DIVISION 26

NURSE CALL DUTY (INTERCOM) STATION
WITH W41 BACKBOX (4-11/16" SQUARE -
2 7/8" DEEP MINIMUM) BY DIVISION 26

1 1/4" CONDUIT BY DIVISION 26

1 1/4" CONDUIT BY DIVISION 26 TO NURSE
CALL PANEL IN C1864

EXISTING NURSE CALL WIREWAY
IN INTERSTICE SPACE.  REFER TO
REFERENCE ONLY SHEET E5-L.7

NURSE CALL RISER

1/2" CONDUIT BY DIVSION 26

ALL OPENINGS THRU ROOF SHALL
BE MADE "WEATHERTIGHT" PER
ROOF MANUFACTURERS
RECOMMENDATIONS

FASTEN TO ROOF PURLINS OR STRUCTURAL
STEEL FRAMING FOR A RIGID INSTALLATION,
PROVIDE ALL MISC. STEEL AS REQUIRED

ROOF PURLIN OR SUPPORT
CHANNEL AS REQUIRED

1" CONDUIT TO ROOF
MOUNTED GPS ANTENNA

18 GA. COPPER FLASHING SLEEVE

CONDUIT ROOF PENETRATION DETAIL

EXISTING BUILT-UP ROOF
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